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Lighting

The lighting scheme will be as minimal as possible while still providing a safe, comfort-
able environment. Pole lights and building-mounted fixtures will be traditional in character. 
The poles will be no more than 12-15’ high to preserve a pedestrian scale. The most intense 
lighting will be concentrated in the Village Center, with street lights placed approximately 
50-60’ on center and periodically along paths in the Village Green. Secondary streets will 
be lit as necessary for safety, and outlying streets will remain unlit, in keeping with their 
more rural character.
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The lighting scheme will be as minimal as possible while still providing a safe, comfort-
able environment. Pole lights and building-mounted fixtures will be traditional in character. 
The poles will be no more than 12-15’ high to preserve a pedestrian scale. The most intense 
lighting will be concentrated in the Village Center, with street lights placed approximately 
50-60’ on center and periodically along paths in the Village Green. Secondary streets will 
be lit as necessary for safety, and outlying streets will remain unlit, in keeping with their 
more rural character.
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LIGHTING
A detailed lighting plan that specifies lighting location, 
intensity and trespass will be prepared during Site Plan 
review. 

The intent for the site lighting at Silo Ridge is to complement 
the design of  the master plan.  The design is informed by the 
development patterns of  the Hudson Valley, in which town 
and country are realized as hamlets within rural landscapes.  
A characteristic of  the Hudson Valley hamlets and farms is 
limited site lighting which helps to preserve the dark night 
sky.  

Site lighting at Silo Ridge will be limited to create a similar 
experience.  Paths and parking areas will be lit by bollards, 
path lights, and landscape lighting and will primarily be 
located along the club amenities. Bollards, path lights, 
landscape lighting and wall-mounted fixtures will be 
traditional in character. Path lighting will provide residents 
with easy navigation of  the property to enjoy an evening 
walk or a small gathering at the Village Green. Secondary 
streets will be lit as necessary, and outlying streets will remain 
unlit, in keeping with their more rural character.  

Silo Ridge is commiting to various nighttime lighting limits 
that will minimize light pollution (skyglow, light trespass, 
and glare) and preserve the dark night sky. 

For more detail on lighting requirements please refer to 
Appendix E "Lighting" and Section 2.5 "Lighting" of  the 
Amended Master Development Plan.


